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kabelova siet elektrického vedenia

ROZVODNE SIETE:

3/PEN/AC 230/400V, 50Hz, TN-C
VONKAJSIE VPLYVY: AA7,ABB,ACT,ADS,AET AFT,AGT AHT,AKT,ALT AMT,ANZ,

AP1,AQ3,AR2,AS2,BA4,BC2,BD1,BE1,CAT,CB1

OCHRANNE OPATRENIA:

zakladna ochrana—krytim a izolaciou el. predmetov
ochrana pri poruche—samocinnym odpojenim napdjania,
ochrannym pospdjanim a ochrannym uzemnenim

Pic = 22,857kW
Pik = 2,0kW
s = 0,7
Psc = 16,0kW

ELEKTROMEROVA SKRINA ER1.0

plastovd R 400x1510x245mm, %i\mo_ skrat.odolnost 10kA, HASMA
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POZNAMKA: Privod g vyvody dolnou stenou pilierovej skrine!

VYPRACOVAL /ODP. PROJEKTANT | HIP KONTROLOVAL PARE:
D.Slauka, Aut.Ing. D.Slauka,Aut.Ing. Ing.M.Salva
ZDRUZENY URAD: Liptovsky Mikulas
INVESTOR: Tatra Forest Slovakia, s.r.o., Priemyselnd 1, Liptovsky Mikulds
STAVBA:  Automaticka tlakova stanica, KN—C md\m@@% uow\f@ k.U. Benice
DATUM: X1.2019
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CAST: Elektro ZAKAZKA &.. £24096/19
OBSAH MIERKA: VYKRES €.
wiesU: | ELMEROVY ROZVADZAC ER1.0 0 02




